580L turbo 


series 2 Loader/Backhoe 


Model ......sescecceeees Case 4T-390 diesel 
TY Peo eseseeseseseeee 4-stroke, turbocharged 
CYLiNder «os ceeccesesecesteseeesteseeteeneseenes 4 
Bore/Stroke ........:cccseee 4.02” x 4.72” 
(102 X 120 mm) 

Displacement ...........00.. 239 in’ (3.9 L) 
Fuel injection........ccccceeeeecees Direct 
Pitel sceccesditsssstcansacssssiaensssigeccise Diesel 
JIT ANAK scccsiwerterises etic Cross-flow 
COOLING ....eseesessesteseeestesteesteseene Liquid 
Engine speeds (rpm) 

Rated speed, full load.............. 2200 

LOW ANG ccssvasctecsscsviiesstesxs 900 - 1100 

High idle, no load......... 2378 - 2471 
Horsepower 

GroSS........5 85 (63 kW) @ 2200 rpm 

NOt .ccssesissses 80 (60 kW) @ 2200 rpm 
Maximum torque @ 1500 rpm 
GIOSS .....eseeeeesseseeee 254 Ib-ft (344 N-m) 
Netisssssisacsisissecsssessas 249 lb-ft (338 N-m) 
Torque rise at rated speed............ 25% 


NOTE: Meets federal emission regulations. 


ENGINE COOLING 


Radiator (Non Air-Conditioned) 


Core type. sssssissccccesvensss Square wave 

Core size area........ 369 in? (.238 m’) 

ROWS OF tubesiss. cece esececccsievenwesds 4 
Fan 

Styles csssssicesessivecseccens 7 blade suction 

Diameter .............005 19.2” (488 mm) 

Rati. ccsssicsisssasrssinsistscsvesacsvsteiniass 11:1 
Water pump 

Style ssscssceiascstsecssrasiaesiacs Integral 
Engine oil 

Pump........ Deep sump plate cooler 


with pressurized 
under-piston nozzles 
Pump operating angle ratings 


Side-to-side ......ceeeeees Rated 45° 
Fore and aft... ... Rated 45° 
Oil filtration.............. Replaceable, 


full-flow cartridge 


POWERTRAIN 


Transmission... 4-speed synchromesh 
with hydraulically actuated 

clutches and electric 

F/R shuttle control, clutch 
disconnect buttons on the 
transmission shifter and 

loader control lever 


Gear ratios Forward _ Reverse 
UStissiesedtisses acess BAD: scivcsdissscs 4.550 
QI sesezcassss sateesess SOAS ceive secseccs 2.522 
Bide isieasties esccs VOB 4 sesisecieccs 1313 
ALM Nes ssesesseas casczece’ 0:7 9S ive cacseces 0.657 

Torque converter 
RAG Of sscssvecteccpestoevnsrepeisveeniesees 3.337 

Differential-lock ............0+ On-the-go 

push-button activation 

Front axle 
Differential ratio 00.0... 2.0 
Planetary hub ratio ...........cc000 6.0 
Total reduction ratio...........0.6 12.0 

Rear axle 
Differential ratio .........cccee 2.333 
Planetary hub ratio ................ 6.923 
Total reduction ratio.............. 16.153 

Service brakes .. Individually applied 


hydraulically actuated 
maintenance-free self-adjusting 
inboard mounted wet disc 

DISC SLCA wsicisscsavevanecnes 53 in? (.03 m7?) 
Parking brakes.............. Mechanically 
applied with electric activation 
sensors at each brake 

Travel speeds — mph (km/h) 

1st 2nd 3rd Ath 
Forward 3.6 ....... 62D esters 12 fa8 25.0 
(5.8) (10.5) (20.1) (40.2) 
Reverse 4.4........ TD sscsks 15:7 ca B02 
(7.0) (12.6) (24.3) (48.6) 


NOTE: Travel speeds at 2334 engine rpm with 
19.5L x 24 rear tires. Speeds decrease 
with 17.5L x 24 rear tires. 


TIRES 


Front 
2WD - 11L x 16.1, 10-ply rating 
4WD - 12 x 16.5, 8-ply rating 
Rear 
2/4WD - 17.5L x 24, 10-ply rating 
2/A4WD - 19.5L x 24, 10-ply rating 
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CASE 


HYDRAULICS 


PUMP oo. eeeeesseseeeeseee Gear-type tandem, 
front mounted, direct drive 
to engine crankshaft 
Loader flow @ rated engine rpm 
28.5 gpm @ 3000 psi 
(108 L/min @ 207 bar) 
Loader control valve............ Sectional 
2 or 3-spool with 
single lever control for 
lift, tilt and auxiliary hydraulics, 
positive hold float 
and return-to-dig 
Backhoe flow @ rated engine rpm 
28.5 gpm @ 3000 psi 
(108 L/min @ 207 bar) 
Backhoe control valve ......... Sectional 
6, 7 or 8-spool, open-center 
parallel circuits with regeneration 
for boom, dipperstick, bucket, 
swing, two stabilizers, Extendahoe® 
dipperstick and auxiliary 
Loader auxiliary hydraulics 
12 to 28.5 gpm 
(45.4 to 108 L/min) 
Backhoe auxiliary hydraulics 
Uni- and bi-directional flow, 
directional lever with 
foot pedal activation 
19 to 28 gpm 
(72 to 106 L/min) 
Hand-held auxiliary hydraulics 
7 to 17 gpm 
(26.5 to 64 L/min) 
Main relief pressure 
3050 + 50 - 50 psi @ 28.5 gpm 


full flow replaceable 

cartridge on return line, condition 
indicator light for filter 

Oil COOMEL..... eects Heavy-duty 


ELECTRICAL 


Voltage...... 12 Volts, negative ground 


Alternator........ccce 65 amp (2.5 kW) 
Battery ......... 685 cold-cranking amps 
Optional batteries............000+ (2) 525 


cold-cranking amps 


OPERATOR ENVIRONMENT 


ROPS/FOPS canopy 

Key start 

Hydrostatic steering 

Standard seat w/180° swivel 

Hand and foot throttles 

Loader control lever w/push-button 
activation of differential lock and 
transmission de-clutch 

Backhoe foot-swing w/3 lever 
control 

(2) Accessory power plugs (30 amp) 

Anti-vandalism covers (canopy only) 

Beverage holder 

Coat hook w/tether strap 

Interior rear-view mirror 

2” (51 mm) retractable seat belt 

Storage box 


INSTRUMENTATION 


Gauges 
Engine water temperature 
Converter oil temperature 
Fuel 
Tachometer/hourmeter 
Voltmeter 

Warning lights 
Air cleaner restriction 
Alternator 
Engine oil pressure 
Hydraulic oil filter bypass 
Parking brake engagement 
Rear axle fluid temperature 

sensing system 

Audible alarms 
Coolant temperature 
Engine oil pressure 
Parking brake engagement 
Shuttle engagement/seat position 
Backup alarm 

Turn signal indicators 

Horn 


TURNING DIAMETER 


2WD 
Brakes OM.........scccc00 21’3” (6.48 m) 
Brakes Off...........0:00 24’8” (7.52 m) 
4WD - engaged 
Brakes OM.........cccceccee 22’1” (6.72 m) 
Brakes off............0:000 28’3” (8.62 m) 
4WD - disengaged 
Brakes OM..........ccccc00 22’0” (6.70 m) 
Brakes off.............:000 25'3” (7.70 m) 


NOTE: Turning diameter dimensions curb to 
curb w/19.5L x 24 rear tires and 82” 
(2.08 m) general purpose or 4 IN 1° 
bucket. 


OPERATING WEIGHTS 


Lightest Configuration 

Unit equipped with 2WD, 
ROPS/FOPS canopy, non-suspension 
seat, 82” (2.08 m) general purpose 
loader bucket, 24” (610 mm) general 
purpose backhoe bucket, standard 
dipperstick, 17.5L x 24 rear tires, 

11L x 16.1 front tires, single battery, 
standard cast stabilizer pads, no 
Operator ........ce 12,572 Ib (5703 kg) 
Heaviest Configuration 

Unit equipped with 4WD, cab, 
suspension seat, 82” (2.08 m) 4 IN 1° 
loader bucket, 24” (610 mm) general 
purpose backhoe bucket, 
Extendahoe® dipperstick, 19.5L x 24 
rear tires, 12L x 16.5 front tires, dual 
batteries, flip stabilizer pads, no 
Operator ......ceseee 15,151 lb (6872 kg) 


Add-on weights 
Cab (over canopy) ... +454 Ib (206 kg) 
Counterweights........ +440 Ib (200 kg) 


+900 lb (408 kg) 

Extendahoe® ............. +430 Ib (195 kg) 
4WD w/driveshaft guard....... + 283 Ib 
(128 kg) 


SERVICE CAPACITIES 


Fuel tank ..........ccceeeee 31.4 gal (119 L) 


Optional tank ......... 40.0 gal (151 L) 
Hydraulic system 


Total acenaiiennies 28.0 gal (106 L) 
Total w/Extendahoe®.......... 29.5 gal 
(111.7 L) 


Reservoir w/filter.. 14.5 gal (54.9 L) 

Reservoir w/o filter . 14.0 gal (53 L) 
Transmission 

2WD Total system .. 19.5 qt (18.5 L) 

4WD Total system .. 22.0 qt (20.8 L) 
4WD Front axle 

Differential...............05 5.8 qt (5.5 L) 

Planetaries (each)...... 0.7 qt (0.66 L) 
Rear axle 

Differential............... 15.0 qt (14.2 L) 

Planetaries (each)........ 1.6 qt (1.5 L) 
Engine oil w/filter .... 11.6 qt (10.97 L) 
Cooling system 


Wheater .....cccccceee 17.4 qt (16.5 L) 
w/o heater.....ccce 16.7 qt (15.8 L) 
Window washer reservoir......... 2.5 qt 
(2.36 L) 
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LOADER 


Single-lever control for lift and tilt 

Positive hold float 

Return-to-dig 

Automatic self-leveling 

In-line, reverse linkage 

Dual parallel dump cylinders 

Clutch disconnect button on loader 
control and shift levers 

Bucket position indicator 


Loader Bucket Sizes 
Width Weight Struck Heaped 
General Purpose Bucket 

82” 686 1b* 0.87 yd’ 1.03 yd* 
(2.08 m) (311 kg) (0.67 m’) (0.79 m’) 

93” 1,123Ib 1.1 yd* 1.3 yd’ 
(2.36 m) (509 kg) (0.84 m’) (0.99 m’) 

4 IN 1° Bucket 

82” 1462Ib 0.85 yd* 1.04 yd’ 

(2.08 m) (663 kg) (0.65 m’) (0.80 m’) 


NOTE: *Add 103 Ib (47 kg) to 82” (2.08 m) 
general purpose bucket for bolt-on 
cutting edge. 


Over-center design 

Cast, ductile iron boom, dipperstick 
and swing tower w/5 year warranty 

Open-center hydraulics 

175,800 Ib-in (19 862 N-m) swing torque 

Foot-swing w/3 lever control 

Wing stabilizers w/cleated dirt pad 


Backhoe Bucket Sizes 
General Purpose Trenching Buckets 
Width Weight Heaped 

18” secestaseissctes 255 ID ississsess 4.7 ft 
(457 mm) (116 kg) (0.13 m°) 
DAE sis tibeessi 300 Ib .......... 6.26 ft* 
(610 mm) (136 kg) (0.17 m°) 
OOP cesexersessiasct 380 Ib ......... 7.83 ft° 
(762 mm) (172 kg) (0.22 m°) 
Heavy-Duty Trenching Buckets 
Width Weight Heaped 
Do escuela BLL AD sisiscsess 2.90 ft* 
(305 mm) (141 kg) (0.08 m°) 
NO cevascnese 346 Ib... 3.60 ft° 
(406 mm) (157 kg) (0.10 m°) 
V8” sscesiedavestas B59 ID cassicases 4.30 ft 
(457 mm) (163 kg) (0.12 m°) 
DAM sihesiecests ADO WD sctessinise 6.40 ft 
(610 mm) (195 kg) (0.18 m’) 
BO” sacessseesseseee 496 Ib .......... 8.65 ft® 
(762 mm) (225 kg) (0.24 m°) 
BO” sssesivsteaseece Loy a lo appear 10.80 ft? 
(914 mm) (259 kg) (0.30 m*) 
High Capacity Heavy-Duty Bucket 
Width Weight Heaped 
DAY sicsscsseseties: 430 Ib uo... 8.50 ft 
(610 mm) (195 kg) (0.24 m’) 


LOADER DIMENSIONS 


General Purpose Bucket* 4 IN 1° Bucket 


A. Overall operating height — fully raised... teseeeseesesteseesesteseeseseeseeesees 13/8” (4.17 M) eeeeceseeees 143” (4.34 m) 
Height to — 
B... Bucket hinge pintullly raised i. sistiesssieessuistia aii ee rtetonsamtat ait aanatides WN 2” (BAM) isiccdecsestds 11’2” (3.4 m) 
Cc Bucket hinge pin: @ SAR carry asics sstscedsituaredrisaiiatvsinianaiaatin 12.7” (323 mm)........... 14.6” (372 mm) 
D. Dump angle @ full height... ccc cc cesesesteseeseeseseesessesessesneseeseseesssuesessesessesseseesssesesueseesesneseeneas 4° vesesessesscscseseessestereenes 45° 
E. Dump clearance @ full height, 45° dump — 
BUCK Gt s:iicss tris Ascsesstasartsssstterasarsseante iatede thant ans ei eesasacaaheseadhsnat Mesaaehaiteeaassateensteatiay 88” (2.64)... 811” (2.72 m) 
GAM OCT sss cusvatecdasactessnicdusticioasessvasite A UGsteatssEasaish Secteat tava ste taner ea itaees ete aMa sti sye anata ai staatas DA. beac 9’8” (2.95 m) 
FE. Dump reach @ full height, 45° dump — 
BRUCK CE sascs hed catacedeceetectsststhacctatessscideateccsirasssnedteestestetecicctsnats Shashats eeidadastenstactaseebi goss 25.9” (657 mm)... 25.4” (645 mm) 
Clam OD ON es detieel Nacsa ala stebeetei ean inc aman e Ma tatatan a MN  Astitea to aittnalias NA... 11.8” (300 mm) 
Bucket rollback — 
G. @ SOUNAIINE . see ceeeeesccccsseseseesessesseseeseseesessesessesscseessseesesuesessesuesessssussssuesesseseeseessseesssuesesueseeseeneseeneas 4° .esesessesssesseseesseeteeeenes 40° 
WA: VOSA Camry sesivctsorscactascticta tes dastases catsusaihachathanstasdeckdssSaslectsthedestissaaatsanitachsthasasteasesvasinsarestesseastegs ADD dea titects tannins 45° 
Jar, H@AOW CIS IE cos evsvecastes saseszascocessaacieasttavnctass dh tsapaalscdarsssaedaseidedssastasen stbsynstiane deat hectistisesstiaes Adjustable ...........000 Adjustable 
K. Digging depth below grade — 
PUCK CE fletteesvezeccsssethvaitisetvesecatiszcanistaioct o(iadhasaetscsstegecdGiaa at ceaidisateabiees tates Gaasiaatalaasieecenaes 7.8” (199 mm)... 7.1” (180 mm) 
Clam open (dozing) .. 4.4” (111 mm) 
L. Reach from front axle centerline — bucket On ground .......ccceecee ese eseeeeeee tees 75.2” CLG) scsscacisess 72.7” (1.85 m) 
Lift capacity to full height... cece esses eseeseeeseesesseseesssneseesessesessesesseseseensans 5,293 Ib (2401 kg)....... 5,197 lb (2357 kg) 
Breakout force — 
Tift CY UM OLS csescisteetessssattecaitasashessstaritaetisassasaactstoessisastheasteasssdhnssatisiactenionsstintss 7,811 Ibf (34 745 N).... 7,116 Ibf (31 654 N) 
Dump Cylinders ......ccsceseccesseseesesteseesesseseeseeseseeseseesessesteseessseessssesessesesesseseeseanesees 7,956 Ibf (35 390 N).... 7,879 bf (35 048 N) 
Bucket cutting edge width. 827 (20S Mystics 82” (2.08 m) 
Maximum grading angle .......cccccccsccsesssseesessessesessesesssseseesssnesessssessesueseesssesessssnsseensseesssneseensseeneeneas VNG? cstescssssdacessicattssetess 116° 
Maximum Clan Opening sisi: dutsndiamuatiiiiaudammnthedansdstiaitinddannainsthenmas NA 38.3” (972 mm) 
Moldboard height sess, 36.8” (934 mm) 
Raising time to full height... ccccccscseeeseeseesesteseesesnesesseseesessesesssassessssnesesnesessssnesesneseeneaee 4.6 SOC.ssesesessesesesseseeeees 4.6 sec 
Bucket Aumping time ....c.ccecceecccsessessesessesssseesessssnesessescesesnesesueseesesuesessssesssussnesesueseessaesesusseeneans OD SCC saris. ticnstesstaiecearees 0.9 sec 
Lowering time — 
POWeD COW ecczite: ich sisi ita einai asitnaioiatinaah tisccaaisneelhatinaiaigiiaatunddtdis QLISOG: ai snisscesarivsaaseisvats 2.1 sec 
REET COTAIS  sszscascctssscssctettads basta seatiazstecesttitestaseasraesszatect teahstasde teers sactocts tetasbasestebesstatactertanteele 2.4 SOC.secesesseeeesneseseees 2.4 sec 
Clam — 
QPS ar Ce esses seces eh ce ts saacbhtactasksaueatensbashachssantsed sausteeasbsssch tbetselcaiesessttssaactessetesisazemmstenaaieih anameeets NAs cisctatenchsciisast 2.28 sec 
ClOSE TING x. siieitiiesiaiisstsscstieiccivedatstaatieh Mai aaabsiaticstetiaatsstatiateet aaa a adeeaiaagitnates NAL cceeceeseeeeeeee 3.13 sec 


NOTE: Loader dimensions taken with 4WD, 
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purpose bucket *without bolt-on cutting edge. 


Extendahoe® 
Standard Backhoe Retracted Extended 
M. Overall transport length — 
General purpose Bucket ........c.ccccscssssesseesssesseeens 230” (7.01 ):......ss0is00 23’0” (7.01 m) 
4 IN 1° bucket 22’10” (6.99 m).... . 22'10” (6.99 m).... 
Overallittarisport: WiC thy. .sisccistisccsccsassscpecccasaseslancssteanests TQ” (DAG UM) seisssssssvienis 7'2” (2.18 m) 
Height — 
TO (OP Of CAMOPY siescacissasszsdenctesssetvasdsiiassutiasnuaaiioncds 89” (2.67 M) ...seeseeseeeee 89” (2.67 M)...ecccsceseeeee 89” (2.67 m) 
TO FOP sOF CAD ses iias ies avassteaiedttistesisiveiltevsiiedstiaietttives Od (2.7221) svccssssesss il Laas 2070225 09) ee 8’11” (2.72 m) 
TO: fOp:OF Cxhaust Stack sccsisssecisiresscsscitisascdasscastenscsts 88” (2.64 M) ues 88” (2.64 M)....cceeeeeees 8’8” (2.64 m) 
ING. “TRANS POE iscistessidectessteastaaidessbiteirieds .. 113” (3.42 m).... .. 11’7” (3.53 m)... vw 11’7” (3.53 m) 
Ground clearance at backhoe frame..........::c:cc0 14.8” (376 mm)............ 14.8” (376 mm) ........... 14.8” (376 mm) 
Angle of departure .......cccccccesecescesceseeeseesesneseesesteseessseesesssnsnssneseenes DOP secatedssanstte hnettecsteessett QO? Sewcesststiaiessieateeivbaitaxss 20° 
Front wheel tread — 
Aisi] D Laewerepereee eee ereeetecarer etter tree yer aeere me riperer rete astern 67208 CZ) wsssttsseitses OZ Le ZAI) hadeecccsacsatsesissevncentas secs NA 
711.1] D Day evere reese speretepereterte rtarem coectrt rere nye riveree a vrrrver array 67.20 C72 IM) savississiesis OZ (LZ 2 Ti) Saceasssszcaetsesiecevnssnisbancs NA 
Rear wheel tread .........cccccsccsccsscsscesscsessscsssessessseeeseeseeees 61.2” (1.55 Mm)... O12 LSD) diissscsecaississccvsassissossaes NA 
O. Wheelbase — 
hin] D emer sereep rere tererrcertert tetra cre apere ny Pererernrer a tereryertr B84" (2.1.3 TA) cscisisssseescase BA (2. TSI) ssdistesseaseticsiesseacstbassese NA 
WD ie seces bests iteatilakial sions sashasacidesati nani davai ieee 84,5" (2.15) vcscsssaierse BAD (2D UDA) sxdecsdavseasissssesevncsaielened NA 


NOTE: Dimensions taken with 19.5L x 24 rear tires and 11L x 16 front tires except that data marked 4WD is taken with 12 x 16.5 front tires. 


CYLINDERS 


Bore Diameter Rod Diameter Stroke 

Loader 

MED) ss coves texsth ova oevsl asta ivetsnecats Neneeed eit setaerse needa ts 3.0” (76mm) on. .c.08-s 1.75” (44.5 mm) ............ 30.2” (766 mm) 

Buck eb D)icscte nue Doe ehetictetes thease te Sete ustedes 2.75” (69.9 mM)... TS) C8) Mim)iecianc 20.6” (522 mm) 

ATING A Claas (2) eres ox axivesccreessseecven ns ivnscesesstasesstts 3.0" (76:-miM) as..c.0.5: 1.75” (44.5 mm)... 9.1” (231 mm) 
Backhoe 

ROOM os o52205 200028 ca dat 22s ak eaten vhs ca ea 2028s NON 20250 cee 4.5” (114 mm)........... 2.25” (57.2 mm)... .. 38.6” (981 mm) 

Dipperstick . . 4.25” (108 mm)........... 2.25” (57.2 mm) ... .. 27.0” (686 mm) 

Bucket..........6 .. 3.25” (82.6 mm)........0 2.25” (57.2 mm)... .. 34.3” (872 mm) 

Extendahoe?® ... sa OO” (76MIN) ss secess86 1.75” (44.5 mm).... ... 42.0” (1.07 m) 

Swing (2)........ 179" (95.3 WAIN) 2 ceicssecess 2.0” (50.8 mm).... .. 11.5” (292 mm) 

StabiliZer:(2)i.ccr2.csszatieset fe szsat seas ddea ste resehaatae i hediats 4.0” (101.6 mm)..........0. 2.0” (50.8 mm) 21.8” (553 mm) 
Steering 

DVD ie ansttectcee ts stescc att lasstscsat th Meacieyeetesiasicse testes 2.75” (69.9 mM)... i oan (63a i och oq ieeeenreeeees 6.7” (170 mm) 

7A © epee teeeee ty yet arrive tnrtrte es Prevevet eae dees tee restorer iver rem 2.48” (63 mm)... 1.496” (38 mm) ............ 9.53” (242 mm) 


580L turbo Series 2 — page 4 of 6 


BACKHOE LIFT CAPACITIES 


Extendahoe® 
Boom Lift Standard Backhoe Retracted Extended 
FAG CAB A Gi) oe sees teas ce ciate Bea est ance ts tlesasai sated deste Sas te steaks asi ttarsagtee sates teahe tans tiaras 810 Ib (367 kg) 
FIA (4.27 M) oeecccccccscsceseseeeeseeees L950 ID (885K e) as. sscisesassssasuteensves 1,280 lb (581 kg) 1,400 Ib (635 kg) 


+12’ (3.66 m) 
+10’ (3.05 m) 
+8’ (2.44 m) 
+6’ (1.83 m) 
+4’ (1.22 m) 
+2’ (0.61 m) 
Ground Level 
-2’ (0.61 m).... 
-4’ (1.22 m).... 
-6’ (1.83 m) 


.. 2,700 Ib (1225 kg)... . 1,940 Ib (880 kg)... 
2,700: bi (1225 he) cosssiscccstcassieassvatees 2,200 Ib (998 kg) 
2,750 Ib (1247 kg) 2,220 Ib (1007 kg) 
... 2,730 Ib (1238 kg)... ... 2,260 Ib (1025 kg)... 
... 2,720 Ib (1234 kg)... ... 2,290 Ib (1039 kg)... 
... 2,680 Ib (1216 kg).... .. 2,290 Ib (1039 kg)... 
... 3,360 Ib (1524 kg)... ... 2,270 Ib (1030 kg)... 
... 2,440 Ib (1107 kg)... ... 2,260 Ib (1025 kg)... 
... 2,440 Ib (1107 kg)... ... 2,240 Ib (1016 kg)... 
2,440 lb (1107 kg) 2,270 Ib (1030 kg) 


... 1,430 Ib (649 kg) 
1,540 Ib (699 kg) 
1,610 Ib (730 kg) 
... 1,620 Ib (735 kg) 
... 1,660 Ib (753 kg) 
... 1,700 Ib (771 kg) 
.... 1,730 Ib (785 kg) 
... 1,720 Ib (780 kg) 
... 1,730 Ib (785 kg) 
1,740 Ib (789 kg) 


-8’ (2.44 m) 2,500 Ib (1134 kg) ween 2,350 Ib (1066 kg) 1,780 Ib (807 kg) 
-10’ (3.05 m) ... 2,780 lb (1261 kg) ... 2,600 Ib (1179 kg). ... 1,870 Ib (848 kg) 
DDE BGG IM) ass schseesss cssscazavasscsischsnsesecssatesandsedeassasucaasessatedteassthdsdvesasedSsacabteatsdusstasueagestasssntaasrsabvearteia stags 2,040 Ib (925 kg) 
SAE (AZT MIN) ssescescasanssaseassesunsccnescessavesssundussessdenchsccsnassevsasetsoasdeseassaryuata seadetsnas ised iaesaeseeseadesanvidsaausaseavareeese 2,610 Ib (1184 kg) 

Dipper Lift 
FAP (AQT) tt sntereicirnaeein nisin atiinetinl dian diraeniueiamadinnlalaadive ... 2,120 Ib (962 kg) 
+12’ (3.66 m)..... .. 3,950 lb (1792 kg) . ... 3,430 Ib (1556 kg). .. 2,210 Ib (1002 kg) 
$10! (3.05 M) .eeeseecccceseeeseeseeneeee 3,690 Ib (1674 kg) .eeeeeseeseseeeeteees 3,170 Ib (1438 kg) ...eseeesceseeeeees 2,200 Ib (998 kg) 


+8’ (2.44 m) 
+6’ (1.83 m) 
+4’ (1.22 m) 


3,750 Ib (1701 kg) 
... 4,100 Ib (1860 kg)... 
4,710 Ib (2136 kg) 


3,240 Ib (1470 kg) 2,160 Ib (980 kg) 
... 3,610 Ib (1637 kg)... .. 2,230 Ib (1012 kg) 
4,290 Ib (1946 kg) veces 2,420 Ib (1098 kg) 


NOTE: Stated figures apply straight to the rear of prime mover. Equipped with 24” (610 mm) general purpose trenching bucket and links. 
For heavy-duty universal bucket and coupler, deduct 175 Ib (79 kg) from each weight. 


BACKHOE OPERATIONAL DATA 


Extendahoe® 
Standard Backhoe Retracted Extended 

Digging depth — 

Maxiniunt iesecssissecsssacsesiaceatscssstiaadd JA'3 (4:34): cccceccsassacsessesesecisevae TAT (42) ss secssssiavestistacteisees 183” (5.56 m) 

2’ (610 mm) flat bottom............... TAD” (4.32 aM) oss cccovssesscesecssvenessesece 148” (4.47 M) woeeeeccccesescteeeeees 18/2” (5.54 m) 

8’ (2.44 m) flat bottom .......... 13'S" (4.04 aia) cccscasssesscscvavenecisesd 13/9" (AO Ta) Seccessvsiesievesaestis 17’6” (5.33 m) 
Overall reach from — 

Rear axle centerline.........cccceeee PALES gal (oS TG 8 1) Meee E RN epee ee rrr rie 22'0” (6:70 I). ccisscsssesiessesactanes 255” (7.75 m) 

SWINE PIV Ob 2. sccieasscsecvendsdansecsanes 17/10” (5.44 m) 18’5” (5.61 m) 21/10” (6.65 m) 
Loading height ccccsssssscsscssessasscssenasss 11’2” (3.40 m) .. 11’5” (3.48 m).... ... 13’3” (4.04 m) 
Loading reach — dipper retracted... 8’9” (2.67 m) .... ... 88” (2.64 m) .. 116” (3.50 m) 
SWINE ANC vacacescests tavesseeestaiexsarcesbssinecedsossyecectateasty W809 iccscesnsiecsssaiincicadecsecns VSO? sccecccccasisesceccesbsissiecedteseee® 180° 
Bucket rotation — 

HL POSTON tc.0:.atoctccsieseesnseldeteclateasesaaidsaasicses 170? ics 170° 3.170° 

HA POSTUOMcisceratedsnsecsiiecdteisiAasestsleesedseenaussedicoed 170°... 170° «2: 170° 
Stabilizer spread — operating........... 9'5” (2.87 m) 9'5” (2.87 m) 9’5” (2.87 m) 
Digging force — 

Bucket cylinder... 11,212 Ibf (49 873 N) eee 11,212 Ibf (49 873 N)......eeee 11,212 lbf (49 873 N) 

Dipper cylinder... 7,049 Ibf (31 356 N) ue. ee eeeeeeeeee 6,686 Ibf (29 741 N).... eee 4,884 lbf (21 725 N) 

w/bucket @ 46° w/bucket @ 50° w/bucket @ 55° 

Leveling angle 

maximum slope that backhoe 

will make vertical CUt occ ccseeeeeeteeeeeeeee D2 vicshssdehisastansechatscdestassetasaitensastinacs M2? cisahczcetsussttedsathas sataraviecdsenstsss 12° 
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STANDARD EQUIPMENT 
OPERATOR’S COMPARTMENT 
See page 2 
ENGINE 
Case 4T-390 turbocharged diesel 
Automatic fan belt tensioner 
Integral engine oil cooling 
Fuel filter w/water trap 
Air intake pre-cleaner 
Dual element air cleaner 
65 amp alternator 
685 CCA 12-volt battery 
Heavy-duty radiator 
Non-spark-arresting muffler 


OPTIONAL EQUIPMENT 


OPERATOR’S COMPARTMENT 
Ride Control 
Cab with — 
Defroster 
Dome light 
Wipers, front and rear 
Tinted glass 
Floor mat 
Cab Convenience Package with — 
Vinyl-covered cloth interior 
Radio-ready kit w/antenna and 
speakers 
Reduced sound level to 75 dB(A) 
Window washers w/adjustable 
spray nozzles front and rear 
Additional storage tray behind 
RH console 
Sunvisor 
Sunvisor for canopy models 
Vinyl or cloth covered mechanical 
suspension seat 
3” (75 mm) retractable seat belt 
Cab heater 
Cab air-conditioning w/heater 


NOTE: All specifications are stated in accor- 
dance with SAE Standards or Recommended 
Practices, where applicable. 


Form No. CE 165-11-97 
Replaces Form No. - None 


Case is a registered trademark of Case Corporation. 


CASE 


LOADER 
See page 2 
BACKHOE 
See page 2 
POWERTRAIN 
2WD 
4F/4R Power shuttle synchromesh 
transmission 
Torque converter 
Transmission de-clutch 
Electro-hydraulic differential lock 
Hydrostatic steering 
Wet disc brakes 


ENGINE 
Cold weather ether starting aid 
Dual, 12-volt, 525 CCA batteries 
Chaff screen 
Fuel tank, 40 gal (151 L) 


LOADER 
Hydraulic attachment coupler 
Attachment auxiliary hydraulics 
Buckets (see page 2) 


BACKHOE 
Case attachment coupler 
Attachment auxiliary hydraulics 
Buckets (see page 2) 
Extendahoe® 
Two-lever control 
Stabilizer pads 
Flip-over 
Rubber pad 
Front counterweights 
440 Ib (200 kg) 
900 Ib (408 kg) 


IMPORTANT: Case Corporation reserves the 
right to change these specifications without 
notice and without incurring any obligation 
relating to such change. Units shown may be 
equipped with non-standard equipment. 
Attachments from other manufacturers are 
shown for illustration only. Case Corporation 
does not warrant the safety or reliability of 
attachments from other manufacturers. 


Visit Case Corporation on the Web at: 
http://www.casecorp.com 
Printed in U.S.A. 
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HYDRAULICS 
2-spool loader control valve 
6-spool backhoe control valve 
Heavy-duty oil cooler 


OTHER 

Forward tilt engine hood 
Replaceable, molded front bumpers 
Lights 

2 Halogen headlights 

2 Rear flood 

2 Rear tail and stop 

2 Front flashers/turn 

2 Rear flashers/turn 


POWERTRAIN 
4WD w/outboard planetary drive, 
on-the-go push-button activation 
and 12 x 16.5 front tires 


HYDRAULICS 
Auxiliary hydraulics for hand-held 
equipment 
OTHER 
17.5L x 24 rear tires 
19.5L x 24 rear tires 
Tool box 
Special paint 
Lights 
2 Front flood 
2 Rear flood 
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